Combi Nailer 229

The new BeA Combi Nailer 229

offers the use of Brads and Staples in
one single tool.

The BeA Combi Nailer 229 is the perfect
solution for a wide variety of interior
construction jobs.

Perfect tool balance and low tool weight
are among its identifying features.

Applications:

For furniture frames, cabinets, chair rails,
furniture trim, glazing bars, fascia,
soffits...

Technical Data:

Type description: Combi Nailer 229

Article code: 12100347
Nail Type: SK 300
Staple Type: 99
Magazine Type: Side loader
Cycles per second: 10

Twoin One

Mode of operation: Contact actuation

weight, kg: 14
Dimension L/B/H, mm: 235/57 /240
Operation pressure, bar: 5-8

Max. operating pressure, bar: 8

Air consumption/operation, at 6 bar: 1,4 litre
Inner hose diam. recomm.,mm: 9-10
e oy 18
Emission sound pressure level 80 dB

at the workst.: L 15, d

Vibrations: m/8

Specification:
Tool, tool case, service oil, operating-/service
instructions, spare parts list, allen wrenches 3dmn

(€€, This tool conforms to the EG
~directive for machinery (89/392 EWG ).

Staple- Brad-Type
Type 99 SK 300
-15 mm
-20 mm
-22 mm 25 mm
-25 mm 32 mm
-30 mm -35mm
-35 mm -38 mm
-40 mm
-4C mm -45 mm
-50 mm

Tool features and benefits:

Easy and accur ate setting of brads

and staplesin onetool-
high productivity.

Perfectly balanced tool design-
decreases operator fatigue and increases
working efficiency.

Comfortable tool grip-
fast and precise tool handling

Muffler inside-
better working conditions

Durable and reliable tool design-
best tool investment money can buy
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Staple Type: 99 Brads: SK 300
Wire @: 1,1 x 0,8 mm Wire @: 1,27 x 1,05 mm
Crown: 6 mm Head width: 1,8 mm

Length:22 — 40 mm

—~

Head Hight: 1,2 mm
Length: 15 — 50 mm

No mar pa Depth
adjustment
Tip for usewith brads:
With the use of combieols the drive
blade causes marks on the wood.
If you hold the tool at a 45° angle
right of centre, the driver blade will
not mar working surface!
Packaging units
Box Carton Pallet
List-
Article-Description Art.-Nr. price Mille kg Mille kg Mille kg
€/ Mille
Combi Nailer 229 12100347 195,00
Brads:
SK 315 NK without paint 10300008 3,32 3,50 112
SK 320 NK without paint 10300151 3,51 3,50 84
SK 325 NK without paint 10300026 4,06 3,50 70
SK 332 NK without paint 10300043 4,59 3,50 56
SK 335 NK without paint 10300046 4,72 3,50 56
SK 338 NK without paint 10300055 4,99 3,50 42
SK 345 NK without paint 10300063 5,35 3,50 42
SK 350 NK without paint 10300065 5,63 3,50 42
Staples:
99/22 NK HZ 10000567 3,15 4,80 48
99/25 NK HZ 10300568 3,24 4,00 40
99/30 NK HZ 10300569 3,60 4,00 40
99/35 NKS HZ 10300570 4,15 3,20 32
99/40 NKS HZ 10300571 4,79 3,20 25,6

Combinailer 229-EN-LL



